
WIRB Series                                      Product Data Sheet                           

 Rock Wool Wired Blanket                                   

 

Description: WIRB is the rock wool blanket products which is sewn with galvanized wire 
mesh or stainless steel wire mesh with galvanized iron wire or stainless steel wire, with good 
flexibility, insulation property, construction convenience.  
 
Standard Dimension 

Brand WIRB-80 WIRB-100 WIRB-120 
Density ( kg/M3 ) 80 100 120 

Width ( mm ) 600，900 600，900 600，900 

Thickness  ( mm ) 25~50 60~100 25~50 60~100 25~50 60~100 

Length ( mm ) 5000 3000 5000 3000 5000 3000 

**For special dimension requirements, please contact our local representative. 
 
Product Specifications  
Specification WIRB-80 WIRB-100 WIRB-120 Unit Standard 
Density 80 100 120 Kg/M3 ASTM C303 

Thermal 
Conductivity 

50℃  ≤0.038 ≤0.038 ≤0.038 

W/(m.K) 

GB/T 10295 

ASTM C518 

ASTM C177 

100℃  ≤0.047 ≤0.045 ≤0.045 

150℃  ≤0.058 ≤0.056 ≤0.055 

200℃  ≤0.071 ≤0.067 ≤0.064 

250℃  ≤0.085 ≤0.080 ≤0.074 

300℃  ≤0.099 ≤0.095 ≤0.090 

Maximum serving Temp. 650 750 750 ℃ ASTM C411 

Thermal Shrinkage Temp. 600 650 650 ℃ GB/T 11835 

Linear Shrinking Rate ≤4 ≤4 ≤4 % ASTM C356 

Volume Water Absorbing * ≤0.02 ≤0.02 ≤0.02 vol % 
ASTM 

C1104M 

Water Repellent Rate * 99 99 99 % GB/T 10299 

Chloride Ion Content ** ≤10 ≤10 ≤10 mg/kg ASTM C871 

Combustion Properties 
Non-Combustion A1 

--- 
GB 8624 

Smoke ＜ 25  ;  Flame Spreading ＜ 25 ASTM E84 

Organic Compound Content ≤1.5 ≤1.5 ≤1.5 % GB11835 

Corrosive Non Corrosive ASTM C665 

Free of asbestos, CFSs, HCFCs and HFCs 

* Only for water-repellent type product         **Only for low chloride type product  
The data above are typical results of tests under standard procedures. Results should not be used for specification purposes or creating any contractual obligation. 
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Products Application:  
WIRB series products are suitable for thermal and acoustic insulation of industrial 
applications reaching high temperature, such as industry pipeline, boiler walls, furnace,  
smoke dusts for power plant, refinery plant, and chemical and oil plant etc. 
 
For Special shape, pipe insulation  

 
                                
Cut the WIRB series products to required length and wrapped around the pipe and fixed  
tightly at joints. To avoid thermal bridges, in case of multi-layers insulation, the mats  
should be secured tightly at all lateral and longitudinal joints of each layer, and the joints of  
two layers should be staggered at about 150 mm;  
 
The WIRB series products are fixed with pins and washers, and the pins length should be  
15 mm bigger than the whole insulation thinkness, and the pins should be bent over the  
washer to keep WIRB series against the tank wall. 
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